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1. Identification of the product and supplier (7Z= A1) FEfEE)

F A A 7o L B F it
Name of goods Rechargeable Li-ion Battery
Tﬁfﬁﬂoﬁel LTSS
Rﬁaltﬁg 43.2V, 2.90Ah, 125.3Wh
SR A FEUHLE BB AER AT

Commissioned by

Winkind Company Limited

Zitsfir bt

Commissioner address

T 72 p X PR AEE 0 X E L 831 S
31#, FuXin Road, PingDi, Longgang, 518117, ShenZhen, China

i i

Manufacturer’'s name

FEYFEHBHA R AT
Winkind Company Limited

Ao ikt BRI 72 p X PP TE Lot X E 0 BES15
Manufacturer address 31#, FuXin Road, PingDi, Longgang, 518117, ShenZhen, China
B i BEAE LT mmEfdit)

Inspection according to

UN *Recommendations on the TRANSPORT OF DANGERQUS GOODS"

EoB RIS

Emergency telephone call

+86-755-84560900

B A4 / Receiving date; 2021-12-22

% F 8 / Date of issue: 2022-01-11

MNancheng District, Dongguan, Guangdong, China.
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2. Zomposition Information (%4 / A 5%(E E)
£ 5 s EEASLL CASHR S
Chemical Composition Chemical Formula Weight(%) CAS Number
PRESERERHE/ Lithium
Manganese Nickel And LiNi.Covni..yO2 15-25 182442-95-1
Cobalt
A==/ Graphite C24Xa2 15-25 7782-42-5
#/ Iron Fe 10-20 7439-89-6
4/ Copper Cu 1-10 7440-50-8
5 — =t i
Wik — IR/ Dimethyl CsHeOs 1-10 616-38-6
carbonate
£8/ Aluminium Al 1-10 7429-80-5
¥ 2%/ Polyethylene (CaH4)n 1-10 9002-88-4
57 =
WER LI/ Ethylens C3HeOs 1-10 96-49-1
Carbonate
7,85 Z.EE/ Ethy| Acetate CaHsO2 0.1-1 141-78-6
7% ¥/ Carbon Black C 0.1-1 1333-86-4
8/ Nickel 3 Ni 0.1-1 7440-02-0
R EZEE/ Lithium Carbonate Li2COs 0.1-1 554-13-2
NS SRR 1-Methyl-2- CsHaNO 0.1-1 872-50-4
Pyrrolidinone

3. Hazards Identification (/& EHER)

BRI R ZH AN B TR A e

Explosive risk This article does not belong to the explosion dangerous goods
Bt ZMBANRE T BRER &

Flammable risk This article does not belong to the flammable material

fAbERE i ZYa AR TEAL R

Oxidation risk This article does not belong to the oxidation of dangerous goods
BEERME e AR T EERR M

Toxic risk This article does not belong to the toxic dangerous goods

TR S s ZE B TR fa kit

Radioactive risk This article does not belong to the radiation of dangerous goods
s i ta AR T B

Mordant risk This article does not belong to the corresion of dangerous goods
ot A L 28 125 3Wh, BT EARBR &R,

Other risk Watt hour rate 125.3Wh, which belong to the Class 9 of dangerous goods.
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4. First aid measures (= R i)

HR HE -
A—Eh, SCATHKERE KSR EAS 480, BE L TIRE, EIMLEREEMER AL, RERE.
Eye

Flush eyes with plenty of water for at least 15 minutes, occasionally lifting the upper and lower eyelids.
Get medical aid.

BERR:
Ji—fEh, AARERMEMSS o, REEEERARMANE T, REHRE.
Skin

Remove contaminated clothes and rinse skin with plenty of water or shower for 15 minutes. Get medical
aid.

n&/)\:

SLHUAZ B AR EFUEF L, RERERS TRE, SCHHE.

Inhalation

Remove from exposure and move to fresh air immediately. Use oxygen if available.

%A:

SIHP ek, GRS ATRIEW AT DR BUERE 153, ST HSZAIHER.

Ingestion
Give at least 2 glasses of milk or water. Induce vomiting unless patient is unconscious. Call a physician.

5. Fire-fighting measures (Y5 B i)

B TEM

Flash Point: N/A,

BRBE. NEA

Auto-Ignition Temperature: N/A.

KRR REARPER), —Eibnx

Extinguishing Media: Water, CO2.

RRRICKTET: B aUIPRa

Special Fire-Fighting Procedures: Self-contained breathing apparatus.
R KRR DEORETEHOREAE, 2RSS,
Unusual Fire and Explosion Hazards:

Cell may vent when subjected to excessive heat-exposing battery contents.
BEr- ARG Sk, sk, EEES

Hazardous Combustion Products: Carbon monoxide, carbon dioxide, lithium oxide fumes.
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6. Accidental release measures (Mg M 2 4L H)

B Ak FE A i B BB R B I

fn R N EAOR R, WA AN 2 E R X E2EEE. RN T AR R R
WP EX, ERE LA, et eSS, KA S . 8% B R s B
R AE FS K.

Steps to be Taken in case Material is Released or Spilled

If the battery material is released, remove personnel from area until fumes dissipate. Provide maximum
ventilation to clear out hazardous gases. Wipe it up with a cloth, and dispose of it in a plastic bag and put
into a steel can. The preferred response is to leave the area and allow the battery to cool and vapors to
dissipate. Provide maximum ventilation. Avoid skin and eye contact or inhalation of vapors. Remove
spilled liquid with absorbent and incinerate.

BEFWAL B
HUCE R, HERMABRESE, FRRETLES.
Waste Disposal Method

It is recommended to discharge the battery to the end, to use up the metal lithium inside the battery, and
to bury the discharged battery in soil.

7. Handling and storage (¥{E b B f1fiE7F)

REFTH . SR ER R, FEOgmith A Al e X s B R R AR RE . SRR A B S .
FiEehEE. . BRPCERTA KT . ZEEFTER T i B iR AR .

The battery should not be opened, destroyed or incinerate, since they may leak or rupture and release to
the environment the ingredients that they contain in the hermetically sealed container.

Do not short circuit terminals, or over charge the battery, forced over-discharge, throw to fire.

Do not crush or puncture the battery, or immerse in liquids.

B A EARET T BT TSI

HibEa R, BERREE, RFERNEFERRE. TR BRERETNE/NEETT.
55 I Bt BRI A B B K B B RR R B S PR

Precautions to be taken in handling and storing

Avoid mechanical or electrical abuse. Storage preferably in cool, dry and ventilated area, which is subject
to little temperature change. Storage at high temperatures should be avoided. Do not place the battery
near heating equipment, nor expose to direct sunlight for long periods.

HAbE R A P i

. FilE. EERAKPTREREST, BT BIENRE. 250 Ee0E i AR IR &=
ErEEED.

Other Precautions

The battery may explode or cause burns, if disassembled, crushed or exposed to fire or high
temperatures.
Do not short or install with incorrect polarity.
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8. Exposure controls/personal protection (& fhds Hl//> AE)

IS s 7

SEEAAR S RIT R, MREMENEZFFERA, BERTHAFIRNBELRRERE RETEN. E
FHREFGT, FREFZFOBER.

Respiratory Protection

In case of battery venting, provide as much ventilation as possible. Avoid confined areas with venting cell
cores. Respiratory Protection is not necessary under conditions of normal use.

R FA

EHEHEF FARE.

Ventilation

Not necessary under conditions of normal use.

il s

EFMERAEFFARE.

Protective Gloves

Not necessary under conditions of normal use.

FHAbBE IR B B &

EFMEAEFFARE.

Other Protective Clothing or Equipment

Not necessary under conditions of normal use.

HEL 7 FF O T e L S A Bl A

FERETE . R TR, B IREAE LR R e R R R T A .
Personal Protection is recommended for venting battery
Respiratory Protection, Protective Gloves, Protective Clothing and safety glass with side shields.
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9. Physical and chemical properties (#3fl4k 2455 )

SR R

Appearance: Prismatic shape

ME4E: PNS21064426 04001

Ref. No.: PNS21064426 04001

SR HHRER, A BRI S.

Odour: If leaking, smells of medical ether.

PRWRBE: AEH.

pH: Not applicable as supplied.

B RErRERERERISMAEA.

Flash Point: Not applicable unless individual components exposed.
AR RReA 2 R A ER .

Flammability: Not applicable unless individual components exposed.
AR RPN RERRIAEMAEA.

Relative density: Not applicable unless individual components exposed.
BEE OKEHE) . BEAETZERBAEOAEN.

Solubility (water): Not applicable unless individual components exposed.
B (Al - BREARDERRR/EMAER.

Solubility (other): Not applicable unless individual components exposed.

10. Stability and reactivity (522 11 2 57 75 1)

REM: PREET IR G TRE.

Stability: Product is stable under conditions described in Section 7.

DEB AR A D70 CLL beisels. . Sdh. AEE. . SR, R

oI (8] & R AR IR AISE S T .

Conditions to avoid: Heat above 70°C or incinerate. Deform. Mutilate. Crush. Disassemble.
Overcharge. Short circuit. Expose over a long peried to humid conditions.

DIREA AR ST, B, K.

Materials to avoid: Oxidising agents, alkalis, water.

fEl Y. HEEE, FAERRLERS.

Hazardous Decomposition Products: Toxic Fumes, and may form percxides.
REEE: TEM

Hazardous Polymerization: N/A.

R AEMEE, B TREAT, CVIER, BB, miURE.

If leaked, forbidden to contact with strong oxidizers, mineral acids, strong alkalies, halogenated
hydrocarbons.
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11. Toxicological information ({4 % El)

PR MR T, B RmmE,

Signs & symptoms: None, unless battery ruptures.

ME B R TR AL T, ARIRJEEE AT BEST HR S A0 B2 AR AR
In the event of exposure to internal contents, vapour fumes may be very irritating to the eyes and skin.
A A R .

Inhalation: Lung irritant.

BERRBEfh . % B R

Skin contact: Skin irritant

WAl XTERAS & Rt

Eye contact: Eye irritant

B'BA: BETHE.

Ingestion: Poisoning if swallowed

THIER FRERL TR kA SER A MRS, BMemE RN, #HA R R AR W
WP RER, HFEMAESE (R, §ib) maa.
Medical conditions generally aggravated by exposure: In the event of exposure to internal contents,

moderate to server irritation, burning and dryness of the skin may occur, Target organs nerves, liver and
kidneys.

12. Ecological information (472 % )

XA BEm: HATRAL.

Mammalian effects: None known at present.
EHEE. AR,

Eco-toxicity: None known at present.
EWMEANRR: EiEEYRER.
Bioaccumulation potential: Slowly Bio-degradable.
HEREE: HillRECHrEERE.

Environmental fate: None known environmental hazards at present.

13. Disposal consideration (JEF4bE)

AERE, B EANREEE70°C, XA AT 2 EUM R AL/ B AR T . 12 R R AT 7 PR AL EE
Do not incinerate, or subject cells to temperature in excess of 70°C, Such abuse can result in loss of seal
leakage, and/or cell explosion. Dispose of in accordance with appropriate local regulations.
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14. Transport information (2% &)

BRrE: FARERMIHE, REHLZHA

Label for conveyance: the Class 9—Lithium Battery hazard label, the Cargo aircraft Only Label
UN%S: UN3480

UN Number: UN3480

S . Group Il

Packing Group: Group ||

EmS%i&: F-A S-

EmS No: F-A S-|

BESEY: T

Marine pollutant: No

TEHREEAR: EF FER(SER TR R)

Proper Shipping name: Lithium ion batteries (including Lithium ion polymer batteries)

faMrsyd: FUREFIATA H630DORTFHHIE: i 9655 AT HLE (2022 1K), i i fa i S4Him|
(Amdt. 40-20) 20204, AFEHETUN3S.3 MlilFMER.

Hazard Classification: The goods shall be complied with the requirements of Section |A of Packing
Instructions 965 of 63nd DGR Manual of IATA (2022 Edition) and IMDG CODE (Amdt. 40 -20) 2020
Edition, including the passing of the UN38.3 test.

ERiRE: £KERHRIE &k

Label for conveyance: the Class 9—Lithium Battery hazard label, the shipping mark.
UN%i S: UN3481

UN Number: UN3481

BEESH: TEM

Packing Group: N/A.

EmS4S: F-A S

EmS No: F-A, S-|

BESEYM:. T

Marine pollutant: No

EHREZER: EErEmEERET (BREETRESYEI .
Proper Shipping name: Lithium ion batteries contained in equipment. (including Lithium ion polymer
batteries)

a2 R FIATAS63DCRF .38 (1 BHO6T 8 | =5 ML (20224 PR), A1 i3 i By 5247 LM (Amdit.
40-20)2020h%, EIFEITUN3S 3R FME K.

Hazard Classification: The goods shall be complied with the requirements of Section | of Packing
Instructions 967 of 63nd DGR Manual of IATA (2022 Edition) and IMDG CODE (Amdt. 40 -20) 2020
Edition, including the passing of the UN38.3 test.
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15. Regulation information (=31 &)

HERER

Law information

CAE Bt R ) )

{Dangerous Goods Regulations?

(X & B R iE - S HE BT B0

{Recommendations on the Transport of Dangerous Goods Model Regulations?
CE il iz fa Fe St )

{International Maritime Dangerous Goods}

(Efm & e EmoRIE4)

{Technical Instructions for the Safe Transport of Dangerous Goods?

ek aRMm25ms)

{Classification and code of dangerous goods}
(RN T D

{Occupational Safety and Health Act} (OSHA)

(B RIEHIED

{Toxic Substance Control Act? (TSCA)

CHAR dEZEE)

{Consumer Product Safety Act) (CPSA)

CRRFRENITT FIZHED

{Federal Environmental Pollution Control Act} (FEPCA)
CRMTEaEE)

{The Qil Pollution Act} (OPA)

(H%E S EENHFREIUERIN(E02/311/312/313) )
{Superfund Amendments and Reauthorization Act Titlelll (302/311/312/313)} (SARA)
(HIRRAE R EER)

{Resource Conservation and Recovery Act? (RCRA)
(2R AKED

{Safety Drinking Water Act} (CWA)

65t %y
{California Proposition 653

(S EERFHERLD
{Code of Federal Regulations} (CFR)

HRIE A B MAHD

In accordance with all Federal, State and local laws.

16. Other information (HAi{5 5)

AU BRI A FEN FLUE RN R AT RN, F R ELE R IR A T A 7 A it (WL0013-
. ZEHEMAE R BT AR R EE SR A . B R R ek o, TR IR
B e, fOBE A A M iR EE IR R, T ARBORRS RN A PR A T (UTL) AR AL ] 53
1£,

This file is only effective to the batteries (WL0013-3) provided by Winkind Company Limited. which
manufactured by Winkind Company Limited. The commissioner provides the composition information of
batteries, and promises its integrity and accuracy. Users should read this file carefully, and use the
batteries in correct method. GUANGDONG UTL CO., LTD. (UTL) doesn't assume responsibility for any
damage or loss because of misuse of batteries.

e, Nancheng District, Dongguan, Guangdong, China.
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Photos 84

Figure 2 Overall view || of battery (4R EIN

Address: Lianding Testing Building, No.18 Center Road of Yayuan Industrial Zone, Nancheng District, Dongguan, Guangdong, China.
Tel: B&-769-3893 3228 Email: utl@gdutl.com http: //www.gdutl.com




TEST REPORT

Report No.: PNS22010420 06061 Page 12 of 13

Photos @4

RechargeableLi-ion Battery CAUTION: Read Owners Manual. Risk of Fire, ATTENTION: Lisez le manvel. Le risque €'incendie,
Cordless Vacuum Explosion and Burns. Do Not Open, Crush, Expose d'explosion et de brilur .
t u 0
PN:  6G1OWLDOI30L(C2z3 0T (o eatabane 100 of Incinerate, For I
Model: WL0013-3 12INR19/66 : s
290AN125.3Wh  (50-143*F). F e

nd Store Ina Dry Lo

( 5 5 2 uniquement des charge:
Made in China  Pact §102 C ). de Winkind #10201026 (C223-2000 & C223-2

Winkind Company Limited See Owne le manuel du

Figure 4 Battery label (EithR%)

Address: Lianding Testing Bullding, No.18 Center Read of Yayuan Industrial Zone, Nancheng District, Dongguan, Guangdong, China.
Tel: 86-769-3893 3228 Emall: utli@gdutl.com http: //www.gdutl.com
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EEEM

Important
1. REeFRAGERHER, AMEEF R E S RRE
Nobody is allowed to photocopy or partly photocopy thls test report without written
permission of UTL.
2. ARETREN . FRZN S NS4 T
The test report is invalid without the signatures of Approver, Reviewer and Tester.
3. AR E IR
The test report is invalid if altered.
4. MR SRE A A F UL N TSRS 2 A+ R A i i A Ar 2
Objections to the test report must be submitted to UTL within 15 days.
5. AkEH L eSS MR
Throughout this report a point is used as the decimal separator.
6. AR E DO A AR AT
The test report is valid for the tested samples only.
7. ARG H R FIF R AUTUEMUTLE & FR. Bits. $RiR%.
The test report does not grant applicant the use of UTL name, trademark or label.
8. LA, Al B A7 B W 2 AT A e A ) A5 2o AR 1R A B 0 2% A
UTL's liability under no circumstance will exceed the testing fee received from applicant
for test conducted hereof this testing report.
9. Frdll AR RA B E HEAERA
The test data and results do not have social proof function.
woeerr - R 4R ST End of Test Report s
Address: r Road of Yayuan Industrial Zone, Nancheng District, Dongguan, Guangdong, China.

http: //www.gdutl.com
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